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1. Introduction  

This user manual details the specific methods for functions such as user 

management , project  management , equipment management , active 

reporting and command issuing of the intelligent identification 

management system in ACC.  

 

 

2. ACC Registration & Login  

2.1.  Registration 

After entering the correct email account , swipe right to obtain the verification 

code. Check your email to retrieve the code , then enter it in the designated field. 

Finally, set your desired password and confirm it again to complete the creation 

successfully.  
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2.2.  Login 

ε1ζAccount Login: Enter the registered email address and password.  

Password Rules: The password must be a combination of letters , numbers , and 

special characters , and be 8 to 16 characters long.  

If the password is entered incorrectly 5 times in a row , the account will be locked 

for 1 hour , and a text message will be sent to the email.  

ε2ζVerification Code Login ---  Email Verification Code Login  

Registration & Login Verification Code: A maximum of 50 messages can be sent per 

day, restricted by IP. If more than 50 messages are sent , a prompt of "frequent 

operations" will be displayed , and no more verification codes will be sent on the 

same day. At the same time , report to the background to show that the IP has 

abnormal  operations. The number of times will be reset at  0:00.   
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3. Main Module s Introduction  

ACC cloud management platform main modules brief introduction:  

Home:  Display overview information of projects, including alarm statistics, device 

statistics, project statistics, real - time alarms, project notifications and other contents.  

Project:  Supports project creation and device addition, enables project sharing or 

transfer to other accounts, and provides quick access to map and topology modules.  

Batch Config:  Batch configurations can be applied to multiple switches, including 

VLAN, Loopback Protection, Storm Control and other functions.  

Devices : It supports adding and deleting devices, and displays the device list with 

device status, IP address, MAC address, serial number (SN) and other information. 

Two core buttons are provided: the Monitor button is used to view detailed 

information of a single device, including CPU usage, memory usage, port status, 

traffic statistics, MAC address table, PoE information table, etc. The Configure 

button enables feature configuration on devices, such as VLAN, Speed Limit, Port 

Protection, Static Manual LACP, Storm Control and more.  

Alerts : Users can view alarm information including alarm type, device IP, device 

MAC, alarm details, etc., and acknowledge and handle alarms.  It also supports alert 

receiver Email setting  to receive the concerned alert types.  
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Site Map : Project locations are displayed on the map for quick positioning. Click 

the project icon to enter the device list page, or jump to the topology page to view 

network topology.  

Firmware  Manage : Users can upload the firmware of the device by themselves . If 

the current device fir mware version is low er than the uploading firmware version, it 

will notify the users to upgrade the f irmware.  

System Logs : The system records operation logs, including operator account, 

operation type, operation content, etc.  

Information : It displays project -related operation information such as project 

sharing records and project transfer records, as well as ACC platform system 

messages including account logouts and more.  

3.1.  Home 

In the Home page, you can have an overview of the projects, the device online 

statistics, alerts summary, alert processing statistics, real - time alert etc.  

 

Top  menu bar  introduction .  
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ü Close or expand the menu on the left  
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ü Protect the session  

 

System unlock/lock  

System unlock : Default unlocked state, users can perform operations such as 

changing functions and saving configurations . 

System lock: If the user does not operate for more than 10 minutes, the 

system will automatically lock. After locking, the user can view the system, but 

cannot change its functions.  

After locking, users need to enter their account password to unlock.  

 

ü Click  to jump to the system project information page.  
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ü Change current user information, password, auto lock time interval  and logout . 
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The system will auto - lock after the configured period of inactivity.  
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ü Click the full -screen button to enter full -screen display mode.  
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ü Device Overview  

 

The total devices  and online devices  displayed in the form of pine.  

Alert Summary  

 

Display the total number of the alerts, display Open Alert, Critical Alert, Major Alert, 

Minor Alert number separately.  

ü Project Notice  
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Display information related to project sharing and transfer between users.  

ü TOP3 Project Device Statistics  

 

The rank is based on the total number of the devices of the project.  

ü Project Alert Trends  

 

It is used to view the alarm trend of all devices within a period of time and assess 

the health status of projects.   

ü TOP10 Projects Alert Processing Statistics  
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The rank is based on the total number of the alerts of the project.  

ü Alert Type Distribution  

 

Display the distribution of various alarm types of projects, and support filtering by 

project name and alarm severity level.  

ü Real- time Alert  

 

Real- time alarm information of the current user's projects is displayed in scrolling 

mode, including alarm type, alarm time, device IP, device MAC, device location and 

other details.  

3.2.  Project 

ü Add project  

Click "Add Project" to create a project , before the project added, you should 

upload your devices in the form  of MAC sheet . 

Remarks: You can cr eate project first and add the devices later.  
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Download the device MAC template, and fill the form with device MACs . 

Note: No line breaks or spaces shall be included in the input.  

 

Upload the device MACs template file and the devices will be listed on the device 

list after validation . 
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Clicking "Device Quantity" : Count the number of all devices in the project , and 

click to jump to the device list . 

 

ü Click the  map button will jump to the Floor  Map page.  

 

 

ü Click the  topo  button will jump to the Network Topo logy  page.  
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ü Project Sharing: Share the project with other users for viewing , and set the read -

write or read -only permission , as well as the corresponding time. After the time 

expires , the shared user cannot view or operate the project . 
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ü Add device: Through th e ɒAdd Deviceɓ button to add device to the projects.  

 

 

ü Edit Project: Through the ɒEdit Project ɓ button to edit the information  of the 

project . 
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ü Project Handover: After clicking Project Handover, enter the account of the 

project receiver. After the other party confirms the receipt, the project can be 

handed over to the receiver.  

Note: Handing over a project will transfer all information, including the project, 

alarms and operation logs. After the handover, the transferor cannot view the 

project information after the handover . 
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ü Delete project  

 

 

Click the "Confirm" button to delete the project immediately. Please operate with 

caution.  

Total project χ Count the number of all projects managed by the account . 

 

Total Devicesχ Count the number of devices in all projects . 
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Total Alerts: Count the number of alarms in all projects . 

 

Created by me χ The project created by the user has all the permissions of the 

project.  

Projects transferred to me by other users will also appear in my created project list . 

 

Shared with me χProjects shared with me by other users . 
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Share by me: The projects I have shared with other users; I can edit the sharing 

permissions or stop sharing them.  

 

3.3.  Devices 

(1) Device List  

 

Device Type Statistics: By default , it counts routers , switches , APs, IPCs and unknown 

devices. All unrecognizable devices are classified as unknown devices. The blue 

color indicates the number of online devices , and the gray color indicates the total 

number of devices.  

 

Device list display sorting: switch ---  Virtual switch ---  Router ---  AC controller ----  

Wireless AP ----  IP camera ---  End Device ---  Unknown  

ü View and search device information by category  

Information can be displayed according to Project and device type and device status  
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Information can be displayed according to Project . 

 

Information can be displayed according to device type . 

 

Information can be displayed according to device status . 

 

Enter MAC/SN to search and display . 
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ü Refresh the device  

Click the button to refresh the device list . 

 

ü More Operations  

Click more , users can perform operations such as upgrading , authorizing , restarting , 

and saving configurations for the device.  

 

One-Click Upgrade:  

After selecting the device that needs to be upgraded , users can click on the one 
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click upgrade button to obtain the firmware of the corresponding device locally for 

upgrading; Only supports upgrading switches.  

 

 

Note: One click  upgrade can only upgrade online devices , offline devices cannot 

use the upgrade function.  

Export device list : 

Click  ɒExportɓ, the system will export all device information in the device list to 

the local in a table format, including offline device and alarm device information.  
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One-click Restart : 

 

Add virtual devices:  
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Click on add virtual device to enter the virtual device information filling interface.  

Enter device information , select the upstream device and port that the device is 

actually connected to , and you can add a virtual device. After successful addition , 

the device will be displayed in the device list and top image . 

 

 

Note: This feature is developed specifically for devices without IP that cannot be 
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displayed in the top image. After manually adding virtual devices , the top image 

can fully display the device network architecture.  

One-click Backup Configuration : 

 

Select the device that needs to be backed up , enter the name of the backup 

document to back up the configuration locally; Suggested file name is product 

model  +  date combination . 

 

Note: If no device is selected , all switch configurations will be backed up by default  

Currently , only backup switch configuration documents are supported.  

One-Click Recovery Configuration:  
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Select the device , click on the document to restore the configuration , and confirm 

to restore the device configuration.  

 

Note: If no device is selected , all switch configurations will be restored by default  

Currently only supports restoring switch configuration documents.  

 

ü Delete device  

Select the device , click ɒDeleteɓ, the system will delete the device from the device 

list . 
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ü Device List  

Move the mouse to and display icon information for different device states.  

 

ü Sorting method  

Default sorting , sorting in ascending or descending order by initials . 

 

ü Monitor  

Click  monitor button to view the relevant information of the device.  



 

30 

 

 

Display device name, IP address, MAC address, serial number (SN), CPU usage, 

memory usage and other information.  

 

Access the Switch WEB UI through ɒEWEBɓ. 
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Get the downlink devices through ɒDown Link Devices ɓ. 

 

ɒPort Information ɓshows the port basic information, such as type, rate, states etc.  
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ɒPort Statistics ɓshows the port packets statistics, such as Received Bytes, Received 

Packets, Received Dropped Packets, Received Error Packets etc.  

 

ɒPort Traffic ɓshows each port historical traffic flow.  

 

ɒMAC Address Table ɓshows MAC address of the switch.  
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ɒAlert  Information ɓshows alarm information of  the switch.  

 

ɒNeighbor Information ɓshows neighbor information of the switch.  

 

ɒRouting Information ɓshows routing information of the switch, including static 

routing, direct routing, dynamic routing etc.  
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ɒDDM  Information ɓshows optical port  information of the switch, including  

Temperature , Voltage, Electric Current  etc. 

 

ɒPoE Information ɓshows port  PoE information of the switch.  

 

 

ü Configure  

Click configure  button  to do  the relevant configuration  of the device.  
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The ɒPort Listɓ section is used to configure the VLAN of ports . 

 

 

TheɒVLAN Listɓsection is used  to create VLAN.  
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TheɒStatic Route ɓsection is used  to add static routing , IPV4 and IPV6 all supported.  

 

TheɒLoop Protection ɓsection is used  to enable ɒLoop Protection ɓfor the switch.  

 

TheɒDHCP Snooping ɓsection is used to configure DHCP trustworthy port for the 
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swit ch. The DHCP Snooping function needs to be turned on before configuring the 

trust port . 

 

TheɒPort Speed Limit ɓsection is used  to set the speed limit for each port.  

 

You can see the configuration  result through ɒConfiguration Results ɓbutton.  

 

TheɒStorm Control ɓsection is used to set the speed limit of BUM packets for each 
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port.  

 

TheɒPort Protection ɓsection is used  to prohibit communication among the ports 

in the same g roup.  

 

TheɒStatic Link Aggregation ɓsection is used  to configure manual LACP.  
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TheɒPoE Configuration ɓis used  to enable the  port  PoE function, set the running 

time schedule.  

 

 



 

40 

 

 

Through  set button you can make schedule d PoE outpu t, through  

clear button  you can clear the scheduled control.  

ε2ζAsset List  

This page counts the asset and equipment list of all projects , and can also be viewed 

by project and equipment type . 

 

View by project  
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View by device type . 

 

You can click  to refresh the asset and equipment list . 

 

Click the button to export the currently displayed asset list to an EXCEL 

sheet . 
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Asset List displays the device type , name and quantity of asset equipment . 

 

3.4.  Alerts 

ü Alert List χList all device triggered alarm information , including both unresolved 

and resolved  alerts . 
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Through the  detail  button, you can see the alert detailed information . 

 

You can choose to view different Project , Alert Type , Alert Level , Device Type , Alert 

Time and Search by MAC/SN.  

 










































